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ES Series

ES310

FEATURES
• 0.7” 5-digit LCD display with high con-
trast auto backlit

• Unit button to switch among “kg”, “lb” 
and counting mode

• Able to hold weight value

• Print function ready

• Counting mode

• Auto zero tracking

• Selectable auto shut off options

• 2 alarm setting

• Auto calibration

• Stability indication

• RS 232 port 

• 4 Load cells construction

• Stainless steel platform

Part# ES310-150kg

Capacity 150kg

Division 50g

Display Size 0.7" 5-digit LCD display with high contrast auto backlit

Platform Size 15.7 in X 13.8 in / 40.0 cm X 35.0 cm

Platform Material Stainless Steel

Scale Dimensions 15.7 in X 13.8 in X 1.89 in / 
40.0 cm X 35.0 cm X 4.8 cm

Enclosure Frame: Mild Steel / Indicator: Aluminum/PVC

Net Weight 9 lb / 4.2kg

Power Source 4 X AAA Batteries (not included) /
AC Adaptor 110V 50/60Hz (Included)

Operating Temp. 10 - 40°C / 50 - 104 °F

Individual Dimensions 19.29 in X 18.11 in X 4.72 in / 
49 cm X 46 cm X 12 cm

Individual Gross Weight 12.34 lb / 5.6kg

Pieces Per Carton 5

Gross Carton Weight 65.03 lb / 29.5kg

Carton Dimensions 27.16 in X 20.07 in X 18.89 in / 
69 cm X 51 cm X 48 cm

*Dimensions and specifications are subject to change without notice.
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